


The Bearing Lube system provides an easy way to fill axle hubs and
repack bearings with grease to ensure proper bearing lubrication.

To locate the grease (zerc) fitting, simply remove the rubber plug in the
hub dust cap. Passages inside the spindle allow grease to flow into the space
between the inner bearing and seal. As you add grease, it will flow through
the bearings toward the front of the hub. If there is evidence of water around
the zerc area, add grease until all contaminated grease is driven out. If the
grease is in good condition when inspected, add a small amount of grease
until you see grease movement between the hub and spindle.

WHEN TO GREASE
Grease prior to towing and after launching or retrieval every time. Add

grease to expel any water or contaminants that may enter hub cavity during
hub submersion. If water enters the hub, wheel bearing damage and failure
can occur. WARNING: Evidence of water contamination could void war-
ranty. Reference warranty policy.

NOTE: Use only a hand operated gun to add lubricant. Adding grease
with a power gun can damage seals.
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RECOMMENDED LUBRICANT
Use a good quality, EP #2 based grease. Use a water repellent

grease if you'd like. Grease consists of oil, soap and additives. Oil some-
times separates from the soap and a small amount may leak under the rear
seal. This is normal and won't cause any problems. Select a quality grease
and stay with it. Some grease bases aren't compatible with others which can
cause the combination to break down.

DIAPHRAGM IN DUST CAP PLUG
The rubber diaphragm may bulge out slightly when the grease-filled

hub is hot (a non-brake hub will normally run at 120o to 150o F). This design
feature prevents excessive pressure buildup inside the hub.

BEARING REPACKING AND INSPECTION
There is no need to repack bearings in the traditional manner because you

achieve the same result by adding grease through the zerc fitting. The new
grease entering the hub will push old grease, water and contaminants out the
front. If water remains in the hub for extended period of time, you should check
bearings to be sure they haven't been damaged. 

BEARING ADJUSTMENT
Wheel bearings have been precisely torque set at the factory. To maxi-

mize bearing life, we suggest you check bearing adjustment every 2 or 3
years. Jack up one side of the trailer. Grip the edge of the tire on both sides
and try to rock or move it. If you can move the outer edge of the wheel 
more than 1/8" (end play), remove the dust cap, the cotter pin and spindle
nut retainer. Tighten the spindle nut to 18-24 inch pounds, which is slightly
more than "finger tight". Don't over-tighten. When the nut is positioned
properly the wheel should turn easily and there should be no end play 
(lateral movement) of the hub with respect to the spindle.

To replace the nut retainer, find a position where it will fit over the
spindle nut so that the cotter pin can be inserted without having to loosen 
or tighten the nut. Insert a new cotter pin. Recheck end play. Spread the 
ends of the cotter pin to keep it in place. Add grease as necessary and
replace the dust cap.
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Axle Load Inner Hub Bore Spindle UFP Seal
Capacity Bearing Cone Diameter Shaft Dia. Part No.

1200#-2300# L44649 1.98” 1.38” 198-138-SP1-1
1200#-2500# L44649 1.98” 1.50” 198-150-SP2-1
2900#-3750# L68149 2.33” 1.68” 233-168-SP2-1
2900#-3750# L68149 2.56” 1.68” 256-168-SP2-1
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BEARING PROTECTORS
For additional bearing protection, you can install wheel bearing protectors

on your axle. Remove the dust cap, check bearing adjustment, and fully grease
the hub through the zerc to replace all grease. Remove the zerc. Fill the 
protector half full of grease and install it into the hub. Check the lubricant level
per the wheel bearing protector installation instructions.

A wheel bearing protector offers the advantage of keeping the hub 
pressurized. The positive internal pressure assures that all moisture is kept out.
Wheel bearing protectors permit lubricant level check without removing the
dust cap or adding grease.

––––––––––––––––––––––––
We are confident that our products will contribute to your boating 

pleasure by eliminating worry and trouble with trailer running gear.
If we can be of assistance or answer any questions, please contact our 

customer service department.




